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o ALTURADE | CAMARADE PERNO HUELGO
NOMERO cantipap | FIGURADELPISTON 11 (vTro | COMPRESION | COMBUSTION PN AROS | PISTON-CILINDRO | MEDIDAS DE
DE MINIMODEL | COMPRESSION | COMBUSTION CLEARANCE FABRICACION
DEL PISTON CILNDROs | DRAWINGOFPISTON | =y \\proy HEIGHT CHAMBER DIAMETRO RINGS | pisTON-CYLINDER MM ()
XLARGO
DIAMETRO DIAMETER
; 6- ALTURA DE
PISTON MOTOR ENGINE QUANTITY | ARACTERISTICAS Gl * DIAMETER XLENGTH ESPESOR MEDICION MANUFACTURING
MMEER | APLICACION | APPLICATION b DIAMETER i
CYLINDERS | o 1AL FEATURES DIAVETER | | ARGOTOTAL | PROFUNDIDAD | HERMANADO | 74/cknss MEASURING MM (")
TOTAL LENGTH DEPTH ASSEMBLY HEIGHT
170 111 -1201 2 60,31 24,35 12,70 2,38 0,127 Std.
Compresor {} 0,00 X 2,38 0,254 (.010)

Cummins, Perkins 52,40 4,76 20,00 | 0,508 (.020)
47,75

A

(1) INSERTO EN 1° RANURA - (2) CANAL DE REFRIGERACION - (3) EXPANSION CONTROLADA - (4) ANODIZADO DURO EN CABEZA - (5) REBAJE PARA INYECTOR DE ACEITE.
(1) INSERT ON 1° GROOVE - (2) COOLING CHANNEL - (3) CONTROLED EXPANSION - (4) HARD ANODIZING ON HEAD - (5) RECESS FOR OIL COOLING NOZZLE.

HERMANADO PERNO / ALOJAMIENTO: A: CALENTANDO EL PISTON A 60/90° C - B: SUAVE O CALENTANDO - C: SUAVE A TEMPERATURA 20/30° C.
ASSEMBLAGE / IN PLACE: A: HEATING OF PISTON AT 60/90° C - B: MILD OR HEATING - C: MILD AT 20/30° C TEMPERATURE.
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